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Grand FlameTM [ 975 series

GF975-2G GF975-5G GF975-8G

Rotisol’'s most popular line, the GrandFlame combines the drama of visible flames and the beauty of elegant
finishes with the highest degree of functionality. Choose 3, 5 or 8 spits to match your volume - from 6 to 24
chickens per load.

DESIGN &§ PERFORMANCE

A wide array of spits allows the chef to cook anything that can be roasted: whole or
split chickens, lamb, beef roasts and steaks, cuts of pork, porchetta, fish, vegetables, even
fruit.

The optional Vertical Spit System, with its choice of eight hanging accessories, expands
the menu possibilities even more and adds additional visual appeal to your display.

FEATURES

Energy efficient, with burners patented by Rotisol

Thermal efficient K-glass doors (energy savings)
Independent motor for each spit

Separate compartments for electrical and gas components
Bottom drip tray with built-in drainage

Powerful halogen lamps

Delivered with 3, 5 or 8 prongless spits (CUI975)

Available in SS - stainless steel or LUX - black enamel with brass trim
Optional roof and base cabinet GF975-8G-LUX

Base on casters with brakes Black enamel with brass trim

GF975-2G

6/9 chickens
27,500 BTU/h

GF975-5G

10/15 chickens
55,000 BTU/h

GF975-8G

16/24 chickens
82,000 BTU/h

Shown in -SS finish with
optional roof

Shown in -SS finish with optional
roof and base cabinet

Shown in -SS finish with optional
roof and heated base cabinet

TECHNICAL DETAILS

S

Patented burner Robust hinges Gas safety Quality switches Anti-scald K-glass Removable side

Stainless steel, with Built for heavy use, Separate gas and Gas and electric Reduces heat panels
removable air filter locking in open and electric chambers switches in chromed or radiation; overlaps drip Double protection
closed positions avoid any risk of brass-colored metal pan to keep splatters from grease seeping
explosion inside into motors

Rotisol France Inc. WWW.ROTISOL.COM
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ACCESSORIES see the video of available accessories and of the vertical spit system online.
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DIMENSIONS (inches - same width & depth on all models - heights differ)

FRONT VIEWS & SIDE VIEW
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SPECIFICATIONS
GF975-2G GF975-5G GF975-8G
Number of spits 3 5 8
Capacity (chickens) 6/9 10/15 16/24
Gas power 27,500 BTU/h 55,000 BTU/h 82,000 BTU/h
Power supply 208-240V~60Hz; 1.15 Amps 208-240V~60Hz; 1.44 Amps 208-240V~60Hz; 1.88 Amps
Electrical power 0.24 kW 0.30 kw 0.39 kW
Dimensions (HxDxW) 637/8 x29x403/8in 78 1/4 x 29 x 40 3/8 in 721/2x29x403/8in
Weight 265 Ibs 420 lbs 430 Ibs
Shipping weight 400 Ibs 554 Ibs 565 Ibs
Shipping size (HxDxW) 69 3/8 x30x421/8in 831/2x30x421/8in 78 3/4x30x421/8in
Base Optional: base cabinet or heated base cabinet (1.055 kW) Base on casters
Warranty 1 year parts and labor
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